Product Specifications

Auditorium Range AUD2A - Fixed Auditorium Seating with arms

1) Foot plate
e 60 x 8mm Flat bar — Cold rolled
2) Leg
e 60mm Square tubing — Cold rolled steel with 2mm wall thickness

3) Beam
e 60mm Square tubing — Cold rolled steel with 2mm wall thickness

4) Seat Bracket
e 230 x220mm Flat steel — Cold rolled steel with 3mm thickness

5) Back Rest Stay
e 25mm Round tubing — Cold rolled steel with 2.5mm wall thickness

6) Seat
e Pressed plywood
e VP70 high density foam

e Standard with tip-up action

7) Back
e Pressed plywood
e VP30 medium density foam

8) Arms rest - Standard
e Plastic arm fitted to frame

AUD2 - Auditorium Seating without arms

e Same features for the frame, seat & back rest - without arms

AUD2A and AUD2

Available in the following options:
e Single seater
e Two seater
e Three seater
e Four seater
o Five seater

Manufactured

City Office (PTY) Ltd Copywrite 2025 in South Africa
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Product Specifications

Auditorium Range

City Office (PTY) Ltd Copywrite 2025

in South Africa

Dimensions AUD2A-S1 AUD2A-S2 AUD2A-S3 AUD2A-S4 AUD2A-S5
Local Content-@ 100% 100% 100% 100% 100%
Overall Height 870 mm 870 mm 870 mm 870 mm 870 mm
Overall Width 580 mm 1105 mm 1625 mm 2145 mm 2665 mm
Overall Depth 680 mm 680 mm 680 mm 680 mm 680 mm
Total Weight 20 kg 26 kg 33 kg 41 kg 50 kg
Seat Height 460 mm 460 mm 460 mm 460 mm 460 mm
Dimensions AUD2-S1 AUD2-S2 AUD2-S3 AUD2-54 AUD2-S5
Local Content'@ 100% 100% 100% 100% 100%
Overall Height 860 mm 860 mm 860 mm 860 mm 860 mm
Overall Width 580 mm 1150 mm 1625 mm 2145 mm 2665 mm
Overall Depth 640 mm 640 mm 640 mm 640 mm 640 mm
Total Weight 18 kg 23 kg 29 kg 36 kg 44 kg
Seat Height 460 mm 460 mm 460 mm 460 mm 460 mm




