Product Specifications

Training Range

1) Frame (Black powder coated)

MOBILE FOLDING TABLE

e Top support —2mm Mild steel 50 x 50 channel with 2mm Lazer cut spring loaded tilt

mechanism

- Vertical Legs — 60 x 40 Rectangular tubing - 1.6mm wall thickness

- Measurement between 2 legs (1350w) — 1000mm
- Measurement between 2 legs (1800w) — 1300mm
e Foot—75x 25mm Rectangular tubing - 2mm wall thickness with plastic end caps.

e 50mm Lockable castors

2) Top
e 16mm Melamine
e 1mm Flat edging

3) Optional Modesty panel
e 16mm Melamine
e 1.6mm Laser cut Mild steel

4) Sizes
e 1350x 450 x 740h
e 1350 x 600 x 740h
e 1800 x 450 x 740h
e 1800 x 600 x 740h

5) Melamine Colours
e Stock Range

- Natural Oak (Peen)
- Storm Grey (Peen)
- Folkstone Grey (Peen)
- Brookhill (Fusion)
- Coimbra (Peen)
- Haven (Fusion)

- lIceberg White 16mm (Linear)

- Congo (Peen)

City Office (PTY) Ltd Copywrite 2025

e

Manufactured
in South Africa

O




Product Specifications

Training Range

MOBILE FOLDING TABLE

1350 Mobile Folding Table

1800 Mobile Folding Table

Dimensions
1350 x 450 1350 x 600 1800 x 450 1800 x 600
Local Content % 100% 100% 100% 100%
e

Overall Height

t—’i 740 mm 740 mm 740 mm 740 mm
Overall Height

{/-1\ 855 mm 985 mm 855 mm 985 mm
Overall Width 1350 mm 1350 mm 1800 mm 1800 mm
Overall Depth 450 mm 600 mm 450 mm 600 mm
Total Weight 19.5 kg 21.5 kg 22.5 kg 24.5 kg
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